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Congratulazioni per aver acquistato la tua DIA 
 
 
Prima di utilizzare la tua DIA ti consigliamo di dedicare qualche 
minuto alla lettura di questo manuale che ne spiega le funzioni e 
fornisce suggerimenti per l’utilizzo. 
 
 
 
Per qualsiasi domanda sul prodotto, ti consigliamo di visitare il 
nostro sito Web www.teknosign.com, dove pubblichiamo le FAQ e le 
esperienze dei nostri clienti. Per ulteriori informazioni sui nostri 
prodotti, non esitare a scriverci a info@teknosign.it 
 
 
 
 
REGISTRA IL TUO PRODOTTO 
 
Prima di iniziare la lettura del manuale, ti invitiamo a registrare il 
tuo prodotto, entro 14 giorni dall’acquisto, sul nostro sito 
www.teknosign.com alla pagina dedicata.  
Tramite questa registrazione potrai usufruire di una garanzia estesa a 
5 anni. 
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TEKNOSIGN - GARANZIA  
 
 
Garanzia Limitata: 
 
I prodotti Teknosign sono coperti dalla garanzia di conformità UE 
valida per 24 mesi dalla data di acquisto, dimostrabile con scontrino 
o fattura. 
 
Teknosign, previa AR (Autorizzazione al Reso), garantisce la 
riparazione e/o la sostituzione del prodotto senza alcuna spesa per il 
cliente in caso di difetti costruttivi. 
 
Tramite la registrazione potrai usufruire di una garanzia estesa di 5 
anni,visita il sito www.teknosign.com e registra il tuo prodotto. 
 
 
 
La garanzia decade in caso di: 
 
• Illeggibilità/assenza del numero di matricola; 

• Danni dovuti al trasporto; 

• Uso improprio e/o inadeguato 

• Smontaggio e/o modifica e/o riparazione effettuati senza    

  autorizzazione scritta di Teknosign 

• Trascuratezza o incapacità di usare il dispositivo in modo conforme  

  alle informazioni contenute in brochure, manuali di istruzioni o di  

  servizio di Teknosign 

• Collegamento o funzionamento del dispositivo in qualsiasi modo non  

  conforme a regolamenti tecnici o di sicurezza applicabili nella  

  nazione in cui il prodotto è utilizzato. 

• Danni provocati da calamità naturali, cause di forza maggiore e/o  

  altre cause non imputabili a Teknosign. 
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Introduzione 

La DIA è una Direct Box attiva di alta qualità progettata per 
garantire una conversione del segnale trasparente e professionale 
dallo strumento al mixer o all’interfaccia audio. Costruita con 
componenti di prima scelta e un’attenta ingegnerizzazione italiana, 
la DIA assicura un’elevata fedeltà sonora, un’ottima risposta in 
frequenza e un basso livello di distorsione. Ideale sia in studio che 
dal vivo, rappresenta la soluzione perfetta per chitarristi, bassisti 
e tastieristi che desiderano valorizzare il proprio suono fin 
dall’ingresso nel sistema audio. 

 
 
PER INIZIARE 

 

 
 

1 - OUT 
 
L’uscita OUT della DIA funziona come un "Through Out", ovvero una 
copia diretta e non bilanciata del segnale in ingresso. Questa uscita 
è progettata per permettere il collegamento simultaneo a un 
amplificatore o a un altro dispositivo, mantenendo intatto il segnale 
originale dello strumento. In pratica, consente di utilizzare la DIA 
come splitter: il segnale passa attraverso l’unità, viene inviato 
all’uscita bilanciata XLR per il mixer o l’interfaccia audio, e 
contemporaneamente può essere inviato tramite l’uscita OUT 
all’amplificatore del musicista, senza alcuna alterazione né perdita 
di qualità. 
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2 - IN 

L’ingresso IN della DIA è progettato per accettare segnali ad alta 
impedenza provenienti da strumenti come chitarre, bassi o tastiere. 
Grazie al circuito attivo e all’elevata qualità dei componenti, 
l’ingresso garantisce una perfetta integrità del segnale, preservando 
tutte le sfumature timbriche dello strumento senza introdurre 
colorazioni indesiderate. L’alta impedenza d’ingresso assicura la 
corretta interfaccia con pick-up passivi, evitando perdite di alte 
frequenze e mantenendo il suono naturale e dinamico. 

 

3 - LED 

Sul pannello frontale della DIA è presente un LED rosso che funge da 
indicatore di alimentazione. Quando il LED è acceso, segnala che 
l’unità è correttamente alimentata e operativa, tramite alimentazione 
phantom a 48V proveniente dal mixer o dall’interfaccia audio. La 
presenza del LED offre un controllo visivo immediato sullo stato della 
DI box, rendendo più semplice e sicuro l’utilizzo in contesti live o 
in studio. 
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PANNELLO POSTERIORE 

 

 

Connettori XLR bilanciati, che inviano il segnale trattato al mixer, 
preamplificatore o interfaccia audio. Questi sono gli output 
principali della DI, ottimizzati per garantire un segnale bilanciato, 
privo di rumori e pronto per l’elaborazione professionale. 
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ESEMPIO DI ROUTING 
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SPECIFICHE TECNICHE 
 
 

Audio Circuit Topology: Active DI, Custom Analog Circuit  

Number of Channels: 2 - Dual mono 

Frequency Response: 20Hz-40kHz (-3dB) 

Dynamic Range: 110dB 

Max Input: +10dB 

Total Harmonic Distortion: <0,1% 

Input Impedance: 100kΩ, unbalanced 

Output Impedance: 150Ω, balanced 

 
 

CARATTERISTICHE 
 
 

Transformer: : Custom Transformer 

XLR Configuration: : AES standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 

Each Channel Connectors: Two 1/4” (6.35mm) Unbalanced In & Thru, one 
Balanced XLR3M Out 

 
 
GENERALI 
 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 185 x 99 x 50mm – 7.28” x 3.9” x 1.97” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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Congratulations on purchasing your DIA. 

Before using the DIA, we recommend taking a few minutes to read this 
manual, which explains its functions and provides usage tips. 

For any questions about the product, we suggest visiting our website 
www.teknosign.com, where we publish FAQs and customer experiences. For 
more information about our products, feel free to contact us at 
info@teknosign.it. 

 

REGISTER YOUR PRODUCT 

Before reading the manual, we invite you to register your product 
within 14 days of purchase on our website at the dedicated page 
www.teknosign.com.​
By registering, you will be eligible for an extended 5-year warranty. 

 

TEKNOSIGN - WARRANTY 

Limited Warranty: 

Teknosign products are covered by the EU conformity warranty, valid 
for 24 months from the date of purchase, with proof of purchase 
(receipt or invoice). 

Teknosign, upon Return Authorization (RA), guarantees the repair 
and/or replacement of the product at no cost to the customer in case 
of manufacturing defects. 

By registering your product, you can benefit from an extended 5-year 
warranty. Visit www.teknosign.com and register your product. 
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WARRANTY EXCLUSIONS 

The warranty becomes void in the following cases: 

• Unreadable or missing serial number​
• Damage due to transport​
• Improper and/or inadequate use​
• Disassembly, modification, or repair performed without written 
authorization from Teknosign​
• Negligence or failure to use the device in accordance with the 
information provided in Teknosign brochures, instruction manuals, or 
service guides​
• Connection or operation of the device in any manner that does not 
comply with technical or safety regulations applicable in the country 
where the product is used​
• Damage caused by natural disasters, force majeure, and/or other 
causes not attributable to Teknosign 
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Introduction 

The DIA is a high-quality active Direct Box designed to ensure 
transparent and professional signal conversion from the instrument to 
the mixer or audio interface. Built with premium components and 
meticulous Italian engineering, the DIA delivers high sonic fidelity, 
excellent frequency response, and low distortion. Ideal for both studio 
and live applications, it is the perfect solution for guitarists, 
bassists, and keyboardists who want to preserve and enhance their tone 
right at the front end of the audio chain. 

 

 

GETTING STARTED 

 

 

1 - OUT 

The OUT jack on the DIA functions as a Through Out, providing a 
direct, unbalanced copy of the input signal. This output is designed 
to allow simultaneous connection to an amplifier or another device 
while preserving the instrument’s original tone. In practice, it lets 
the DIA act as a splitter: the signal passes through the unit, is sent 
to the balanced XLR output for the mixer or audio interface, and at 
the same time can be routed through the OUT jack to the musician’s 
amplifier—without any alteration or loss in quality. 
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2 - IN 

​
The IN jack on the DIA is designed to accept high-impedance signals 
from instruments such as guitars, basses, or keyboards. Thanks to its 
active circuitry and high-quality components, the input ensures 
perfect signal integrity, preserving the full tonal character of the 
instrument without adding any unwanted coloration. The high input 
impedance guarantees optimal compatibility with passive pickups, 
avoiding high-frequency loss and maintaining a natural, dynamic sound. 

3 - LED 

​
A red LED on the front panel serves as a power indicator. When lit, it 
confirms that the unit is properly powered and operational via 48V 
phantom power from a mixer or audio interface. This LED provides a 
quick visual reference for the unit’s status, making the DIA easy and 
safe to use in both studio and live environments. 
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REAR PANEL  

 
 

Balanced XLR connectors, which send the processed signal to a mixer, 
preamp, or audio interface. These are the main outputs of the DI, 
optimized to deliver a balanced, noise-free signal that is ready for 
professional processing. 
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ROUTING EXAMPLE 

 

 

 

 

 

14 



TECHNICAL SPECIFICATION 

 

 

Audio Circuit Topology: Active DI, Custom Analog Circuit  

Number of Channels: 2 - Dual mono 

Frequency Response: 20Hz-40kHz (-3dB) 

Dynamic Range: 110dB 

Max Input: +10dB 

Total Harmonic Distortion: <0,1% 

Input Impedance: 100kΩ, unbalanced 

Output Impedance: 150Ω, balanced 

Audio Circuit Topology: Active DI, Custom Analog Circuit  

Number of Channels: 2 - Dual mono 

 

FEATURES 

 

 

Transformer: : Custom Transformer 

XLR Configuration: : AES standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 

Each Channel Connectors: Two 1/4” (6.35mm) Unbalanced In & Thru, one 
Balanced XLR3M Out 

Transformer: : Custom Transformer 

XLR Configuration: : AES standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 
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GENERAL 
 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 185 x 99 x 50mm – 7.28” x 3.9” x 1.97” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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