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Congratulazioni per aver acquistato il tuo DPS. 
 
 
Prima di utilizzare il tuo DPS ti consigliamo di dedicare qualche 
minuto alla lettura di questo manuale che ne spiega le funzioni e 
fornisce suggerimenti per l’utilizzo. 
 
 
 
Per qualsiasi domanda sul prodotto, ti consigliamo di visitare il 
nostro sito Web www.teknosign.com, dove pubblichiamo le FAQ e le 
esperienze dei nostri clienti. Per ulteriori informazioni sui nostri 
prodotti, non esitare a scriverci a info@teknosign.it 
 
 
 
 
REGISTRA IL TUO PRODOTTO 
 
Prima di iniziare la lettura del manuale, ti invitiamo a registrare il 
tuo prodotto, entro 14 giorni dall’acquisto, sul nostro sito 
www.teknosign.com alla pagina dedicata.  
Tramite questa registrazione potrai usufruire di una garanzia estesa a 
5 anni. 
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TEKNOSIGN - GARANZIA  
 
 
Garanzia Limitata: 
 
I prodotti Teknosign sono coperti dalla garanzia di conformità UE 
valida per 24 mesi dalla data di acquisto, dimostrabile con scontrino 
o fattura. 
 
Teknosign, previa AR (Autorizzazione al Reso), garantisce la 
riparazione e/o la sostituzione del prodotto senza alcuna spesa per il 
cliente in caso di difetti costruttivi. 
 
Tramite la registrazione potrai usufruire di una garanzia estesa di 5 
anni,visita il sito www.teknosign.com e registra il tuo prodotto. 
 
 
 
La garanzia decade in caso di: 
 
• Illeggibilità/assenza del numero di matricola; 

• Danni dovuti al trasporto; 

• Uso improprio e/o inadeguato 

• Smontaggio e/o modifica e/o riparazione effettuati senza    

  autorizzazione scritta di Teknosign 

• Trascuratezza o incapacità di usare il dispositivo in modo conforme  

  alle informazioni contenute in brochure, manuali di istruzioni o di  

  servizio di Teknosign 

• Collegamento o funzionamento del dispositivo in qualsiasi modo non  

  conforme a regolamenti tecnici o di sicurezza applicabili nella  

  nazione in cui il prodotto è utilizzato. 

• Danni provocati da calamità naturali, cause di forza maggiore e/o  

  altre cause non imputabili a Teknosign. 
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Introduzione 

Il DPS è uno splitter microfonico a due canali, parte della serie 
BoxLine di Teknosign, noto per la sua costruzione robusta e le 
prestazioni audio eccellenti. Ogni canale dispone di tre uscite: due 
completamente isolate tramite trasformatori custom e una diretta, 
permettendo una distribuzione flessibile del segnale senza 
compromettere la qualità. Il DPS è ideale per situazioni in cui è 
necessario inviare il segnale di un microfono a più destinazioni, 
come mixer, registratori o sistemi di monitoraggio, senza introdurre 
rumore o degradare la qualità del segnale. La sua costruzione solida 
e l'uso di materiali di alta qualità garantiscono una lunga durata e 
prestazioni affidabili nel tempo. 

 
 
PER INIZIARE 

 

 
 

BALANCED INPUT 
 
Il BALANCED INPUT del DPS è un ingresso microfonico passivo, 
bilanciato e ad alta impedenza, progettato per offrire massima 
integrità del segnale e flessibilità di routing in qualsiasi contesto 
professionale, dal palco allo studio, all’amplificatore del musicista, 
senza alcuna alterazione né perdita di qualità. 

THROUGH OUT 

L’uscita THROUGH OUT del DPS è progettata per fornire una replica 
diretta del segnale proveniente dall’ingresso microfonico (Balanced 
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Input), senza alcuna trasformazione, elaborazione o isolamento. Questo 
la rende perfetta per applicazioni in cui è necessario conservare 
l’integrità totale del segnale e collegarsi a dispositivi che 
condividono la stessa massa. 

 

PANNELLO POSTERIORE 

 

BALANCED OUT 

Le BALANCED OUT del DPS sono uscite bilanciate isolate, pensate per 
fornire una copia del segnale in ingresso totalmente separata 
elettricamente, grazie a trasformatori di alta qualità progettati su 
misura da Teknosign. Queste uscite sono ideali per inviare il segnale 
a più dispositivi (FOH, registratori, broadcast, monitoraggio) 
eliminando ogni rischio di ground loop, interferenze o disturbi. 

LIFT 

Gli interruttori LIFT servono ad isolare elettricamente la massa (pin 
1) delle uscite BALANCED OUT, ovvero quelle isolate tramite 
trasformatore. In pratica, questi switch disconnettono la connessione 
a terra tra il DPS e il dispositivo collegato all’uscita, evitando 
ground loop e i tipici ronzii a 50/60 Hz che si verificano quando due 
o più apparecchi condividono masse differenti. 
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SPECIFICHE TECNICHE 
 
 

Audio Circuit Topology: Passive Mic Splitter, transformer based 

Number of Channels: 2 - Dual mono 

Frequency Response: 20Hz-20kHz (±0.2dB) 

Dynamic Range: 135dB 

Max Input: +24dBu 

Total Harmonic Distortion: <0,05% (20Hz-20kHz range) 

Input Impedance: 100kΩ, unbalanced 

Output Impedance: 150Ω, balanced 

 
 

CARATTERISTICHE 
 
 

Transformer: : Custom Transformer 

Ground Lift: XLR3M Pin 1 Disconnected 

XLR Configuration: : AES standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 

Connectors: Two XLR3F in, Two XLR3M Thru, Four XLR3M Out 

 
 
GENERALI 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 185 x 99 x 50mm – 7.28” x 3.9” x 1.97” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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Congratulations on purchasing your DPS, Dual Mic Splitter 

Before using the DPS, we recommend taking a few minutes to read this 
manual, which explains its functions and provides usage tips. 

For any questions about the product, we suggest visiting our website 
www.teknosign.com, where we publish FAQs and customer experiences. For 
more information about our products, feel free to contact us at 
info@teknosign.it. 

 

REGISTER YOUR PRODUCT 

Before reading the manual, we invite you to register your product 
within 14 days of purchase on our website at the dedicated page 
www.teknosign.com.​
By registering, you will be eligible for an extended 5-year warranty. 
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TEKNOSIGN - WARRANTY 

Limited Warranty: 

Teknosign products are covered by the EU conformity warranty, valid 
for 24 months from the date of purchase, with proof of purchase 
(receipt or invoice). 

Teknosign, upon Return Authorization (RA), guarantees the repair 
and/or replacement of the product at no cost to the customer in case 
of manufacturing defects. 

By registering your product, you can benefit from an extended 5-year 
warranty. Visit www.teknosign.com and register your product. 

 

WARRANTY EXCLUSIONS 

The warranty becomes void in the following cases: 

• Unreadable or missing serial number​

• Damage due to transport​

• Improper and/or inadequate use​

• Disassembly, modification, or repair performed without written 

authorization from Teknosign​

• Negligence or failure to use the device in accordance with the 

information provided in Teknosign brochures, instruction manuals, or 

service guides​

• Connection or operation of the device in any manner that does not 

comply with technical or safety regulations applicable in the country 

where the product is used​

• Damage caused by natural disasters, force majeure, and/or other 

causes not attributable to Teknosign 

 

 

Introduction 
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The DPS is a two-channel microphone splitter, part of Teknosign's 
BoxLine series, known for its rugged construction and excellent audio 
performance. Each channel features three outputs: two fully isolated via 
custom transformers and one direct, allowing flexible signal 
distribution without compromising quality. The DPS is ideal for 
situations where a microphone signal needs to be sent to multiple 
destinations—such as mixers, recorders, or monitoring systems—without 
introducing noise or degrading audio fidelity. Its solid build and the 
use of high-quality components ensure long-term durability and reliable 
performance over time. 

 

 

GETTING STARTED 

 

 

BALANCED INPUTS 

The DPS Balanced Input is a passive, balanced, high-impedance 
microphone input designed to provide maximum signal integrity and 
routing flexibility in any professional context—from the stage to the 
studio, or the musician’s amplifier—without any alteration or loss of 
quality. 

 

THROUGH OUT 

The DPS THROUGH OUT output is designed to provide a direct replica of 
the signal coming from the microphone input (Balanced Input), without 
any transformation, processing, or isolation. This makes it ideal for 
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applications where preserving the full integrity of the signal is 
necessary and for connecting to devices that share the same ground. 

 

REAR PANEL  

 
 

BALANCED OUT 
 
The DPS BALANCED OUT outputs are isolated balanced outputs designed to 
provide an electrically completely separate copy of the input signal, 
thanks to high-quality custom transformers designed by Teknosign. 
These outputs are ideal for sending the signal to multiple devices 
(FOH, recorders, broadcast, monitoring) while eliminating any risk of 
ground loops, interference, or noise. 
 
 
 
LIFT 
 
The LIFT switches are used to electrically isolate the ground (pin 1) 
of the BALANCED OUT outputs, which are transformer-isolated. 
Essentially, these switches disconnect the ground connection between 
the DPS and the connected device, preventing ground loops and the 
typical 50/60 Hz hum that occurs when two or more devices share 
different grounds. 
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TECHNICAL SPECIFICATION 

Audio Circuit Topology: Passive Mic Splitter, transformer based 

Number of Channels: 2 - Dual mono 

Frequency Response: 20Hz-20kHz (±0.2dB) 

Dynamic Range: 135dB 

Max Input: +24dBu 

Total Harmonic Distortion: <0,05% (20Hz-20kHz range) 

Input Impedance: 100kΩ, unbalanced 

Output Impedance: 150Ω, balanced 

 

FEATURES 

Transformer: : Custom Transformer 

Ground Lift: XLR3M Pin 1 Disconnected 

XLR Configuration: : AES standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 

Connectors: Two XLR3F in, Two XLR3M Thru, Four XLR3M Out 

 
 
GENERAL 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 185 x 99 x 50mm – 7.28” x 3.9” x 1.97” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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