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Congratulazioni per aver acquistato il tuo HPA. 
 
 
Prima di utilizzare il tuo HPA ti consigliamo di dedicare qualche 
minuto alla lettura di questo manuale che ne spiega le funzioni e 
fornisce suggerimenti per l’utilizzo. 
 
 
 
Per qualsiasi domanda sul prodotto, ti consigliamo di visitare il 
nostro sito Web www.teknosign.com, dove pubblichiamo le FAQ e le 
esperienze dei nostri clienti. Per ulteriori informazioni sui nostri 
prodotti, non esitare a scriverci a info@teknosign.it 
 
 
 
 
REGISTRA IL TUO PRODOTTO 
 
Prima di iniziare la lettura del manuale, ti invitiamo a registrare il 
tuo prodotto, entro 14 giorni dall’acquisto, sul nostro sito 
www.teknosign.com alla pagina dedicata.  
Tramite questa registrazione potrai usufruire di una garanzia estesa a 
5 anni. 
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TEKNOSIGN - GARANZIA  
 
 
Garanzia Limitata: 
 
I prodotti Teknosign sono coperti dalla garanzia di conformità UE 
valida per 24 mesi dalla data di acquisto, dimostrabile con scontrino 
o fattura. 
 
Teknosign, previa AR (Autorizzazione al Reso), garantisce la 
riparazione e/o la sostituzione del prodotto senza alcuna spesa per il 
cliente in caso di difetti costruttivi. 
 
Tramite la registrazione potrai usufruire di una garanzia estesa di 5 
anni,visita il sito www.teknosign.com e registra il tuo prodotto. 
 
 
 
La garanzia decade in caso di: 
 
• Illeggibilità/assenza del numero di matricola; 

• Danni dovuti al trasporto; 

• Uso improprio e/o inadeguato 

• Smontaggio e/o modifica e/o riparazione effettuati senza    

  autorizzazione scritta di Teknosign 

• Trascuratezza o incapacità di usare il dispositivo in modo conforme  

  alle informazioni contenute in brochure, manuali di istruzioni o di  

  servizio di Teknosign 

• Collegamento o funzionamento del dispositivo in qualsiasi modo non  

  conforme a regolamenti tecnici o di sicurezza applicabili nella  

  nazione in cui il prodotto è utilizzato. 

• Danni provocati da calamità naturali, cause di forza maggiore e/o  

  altre cause non imputabili a Teknosign. 
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Introduzione 
 

L’HPA è un amplificatore per cuffie ad alte prestazioni, progettato 
per offrire la massima qualità di ascolto in qualsiasi contesto 
professionale. Costruito con un'architettura totalmente analogica e 
componenti di altissima qualità, garantisce una risposta sonora 
estremamente fedele, dinamica e priva di colorazioni. L’uscita cuffie 
è pilotata da un circuito di amplificazione dedicato, capace di 
gestire senza sforzo anche cuffie ad alta impedenza, mantenendo 
sempre un’elevata riserva di headroom e una distorsione estremamente 
contenuta.Pensato per studi di registrazione, broadcasting e 
post-produzione che richiedono affidabilità assoluta e qualità audio 
senza compromessi, l’HPA è lo strumento ideale per ogni situazione in 
cui l’ascolto in cuffia deve essere preciso, potente e trasparente. 

 
 
PER INIZIARE 

 
 
STEREO / MONO 

Il bottone STEREO / MONO dell’ HPA (Headphone Power Amplifier) serve a 
commutare il segnale in uscita dalle cuffie tra modalità stereo e 
mono. 

 

Funzione: 

●​ In modalità STEREO:​
 

○​ Il segnale viene riprodotto con separazione tra canale 
sinistro (L) e destro (R), mantenendo il panorama originale 
del mix.​
 

○​ È la modalità ideale per ascolti di mix finali, panoramiche 
stereo o registrazioni con imaging spaziale. 
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●​ In modalità MONO:​
 

○​ Il segnale stereo viene sommato in un unico segnale mono, 
che viene inviato identico a entrambi i lati delle cuffie.​
 

○​ Utile per controllare la compatibilità mono del mix o per 
focalizzare l’ascolto su eventuali problemi di fase o 
bilanciamento tra i canali.​
 

Utilizzo pratico: 

●​ Può essere usato in fase di registrazione, per esempio in cuffia 
da un musicista che preferisce avere tutto centrato per una 
maggiore intelligibilità.​
 

●​ Oppure in fase di mixing, per testare la resa mono del mix 
direttamente dal sistema di ascolto in cuffia. 
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GAIN 
 

Il potenziometro GAIN dell’ HPA (Headphone Power Amplifier) regola il 
livello di amplificazione del segnale audio inviato all’uscita cuffie. 

Funzione: 

●​ Consente di aumentare o diminuire il livello del segnale in 
ingresso prima che venga amplificato e inviato alle cuffie.​
 

●​ Serve ad adattare l’HPA a diverse sorgenti (interfacce audio, 
mixer, outboard, ecc.) che possono avere livelli di uscita 
differenti, ottimizzando il rapporto segnale/rumore.​
 

Utilizzo pratico: 

●​ Se il segnale in cuffia è troppo basso, ruotando il potenziometro 
in senso orario si incrementa il gain, rendendo l'ascolto più 
udibile.​
 

●​ Se il segnale è troppo alto e rischia di distorcere, si riduce il 
gain ruotando in senso antiorario.​
 

●​ È utile per garantire un ascolto pulito e potente anche con 
cuffie ad alta impedenza o segnali deboli. 

 

LO z / HI z 

Il bottone LO Z / HI Z dell’HPA (Headphone Power Amplifier) consente 
di selezionare l'impedenza di uscita dell'amplificatore cuffie, 
adattandola alle caratteristiche delle cuffie collegate. 

Funzione: 

●​ LO Z (Low Impedance):​
 

○​ Impedenza di uscita bassa.​
 

○​ Ottimale per cuffie a bassa impedenza (tipicamente sotto i 
100 Ohm).​
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○​ Fornisce un controllo più preciso, maggiore corrente, e una 
risposta in frequenza più lineare su cuffie consumer o da 
tracking.​
 

●​ HI Z (High Impedance):​
 

○​ Impedenza di uscita alta.​
 

○​ Adatta a cuffie ad alta impedenza (da 250 Ohm in su, come 
alcune Beyerdynamic, Sennheiser, AKG professionali).​
 

○​ Può dare un suono più “morbido” o “colorato”, utile in certi 
casi di ascolto critico o preferenze personali.​
 

Utilizzo pratico: 

●​ In studio di registrazione, permette di adattare il comportamento 
dell’amplificatore al tipo di cuffia usato per ottenere il 
miglior equilibrio tra volume, qualità sonora e headroom.​
 

●​ Può anche essere usato creativamente per modificare leggermente 
la risposta sonora delle cuffie. 
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CONNESSIONI PANNELLO POSTERIORE 
 

 
Alimentazione 
 
Con l’HPA viene fornito un trasformatore a 24V VDC, con spina adatta 
al paese di vendita garantendo un'alimentazione da 115V per il Nord 
America e 230V per il resto del mondo. 
 
Connessioni Audio 
 
L’HPA dispone di due ingressi XLR3F, montati rispettivamente sul retro 
e fronte e operanti a livello di linea. 
 
Power Switch 
 
Sul lato inferiore destro del pannello posteriore si trova 
l’interruttore dell’alimentazione principale. Questo accende l’unità  
e l’accensione sarà indicata nelle spie luminose poste nella parte 
centrale inferiore del pannello frontale. 
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SPECIFICHE TECNICHE 
 

Audio Circuit Topology: Class-AB Linear Amplifier 

Output Power: 1.6W @ 8Ω / 2.5W @ 32Ω / 0.4W @ 200Ω 

Frequency Response: 2Hz–150kHz 

Gain: 15 dB 

Max Output Voltage: 9V rms 

Max Output Current: 450mA rms 

Noise: Less than -90dBV 

Max Input: + 22 dBu 

Total Harmonic Distortion: <0,01% (20Hz-20kHz)  

 
CARATTERISTICHE 
 

Input selector: : 3 Input Relay controlled selector 

Power Supply: : Full linear power Supply 

Volume Control: High Precision Potentiometer 

XLR Configuration: AES Standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 

Connectors: two Combo - XLR3F/6.35mm (1/4”) TRS 

 
GENERALI 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 185 x 99 x 50mm – 7.28” x 3.9” x 1.97” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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Congratulations on purchasing your HPA. 

Before using the HPA, we recommend taking a few minutes to read this 
manual, which explains its functions and provides usage tips. 

For any questions about the product, we suggest visiting our website 
www.teknosign.com, where we publish FAQs and customer experiences. For 
more information about our products, feel free to contact us at 
info@teknosign.it. 

 

REGISTER YOUR PRODUCT 

Before reading the manual, we invite you to register your product 
within 14 days of purchase on our website at the dedicated page 
www.teknosign.com.​
By registering, you will be eligible for an extended 5-year warranty. 
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TEKNOSIGN - WARRANTY 

Limited Warranty: 

Teknosign products are covered by the EU conformity warranty, valid 
for 24 months from the date of purchase, with proof of purchase 
(receipt or invoice). 

Teknosign, upon Return Authorization (RA), guarantees the repair 
and/or replacement of the product at no cost to the customer in case 
of manufacturing defects. 

By registering your product, you can benefit from an extended 5-year 
warranty. Visit www.teknosign.com and register your product. 

 

WARRANTY EXCLUSIONS 

The warranty becomes void in the following cases: 

• Unreadable or missing serial number​

• Damage due to transport​

• Improper and/or inadequate use​

• Disassembly, modification, or repair performed without written 

authorization from Teknosign​

• Negligence or failure to use the device in accordance with the 

information provided in Teknosign brochures, instruction manuals, or 

service guides​

• Connection or operation of the device in any manner that does not 

comply with technical or safety regulations applicable in the country 

where the product is used​

• Damage caused by natural disasters, force majeure, and/or other 

causes not attributable to Teknosign 
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Introduction 

The HPA is a high-performance headphone amplifier designed to deliver 
the highest listening quality in any professional context. Built with 
a fully analog architecture and top-grade components, it ensures an 
extremely accurate, dynamic, and uncolored sound response. 

The headphone output is driven by a dedicated amplification circuit, 
capable of effortlessly handling high-impedance headphones while 
maintaining generous headroom and extremely low distortion. 

Designed for recording studios, broadcasting, and post-production 
environments where absolute reliability and uncompromising audio 
quality are essential, the HPA is the ideal tool for any situation 
where headphone monitoring must be precise, powerful, and transparent. 

 

 

GETTING STARTED 

 

STEREO / MONO 

The STEREO / MONO button on the HPA (Headphone Power Amplifier) 
switches the headphone output signal between stereo and mono modes. 

Function: 

●​ In STEREO mode:​
 The signal is reproduced with separation between the left (L) 
and right (R) channels, preserving the original stereo image of 
the mix.​
 This mode is ideal for listening to final mixes, stereo 
panoramas, or recordings with spatial imaging.​
 

●​ In MONO mode:​
 The stereo signal is summed into a single mono signal, which is 
then sent equally to both sides of the headphones.​
 This is useful for checking mono compatibility of the mix or for 
focusing on potential phase or channel balance issues.​
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Practical use: 

●​ Can be used during recording—for example, by a musician wearing 
headphones who prefers a centered signal for better clarity.​
 

●​ Or during mixing, to test how the mix translates in mono directly 
through the headphone monitoring system. 

 

GAIN 

The GAIN knob on the HPA (Headphone Power Amplifier) controls the 
amplification level of the audio signal sent to the headphone output. 

Function: 

It allows you to increase or decrease the input signal level before it 
is amplified and sent to the headphones.​
 This adjustment helps the HPA adapt to different audio sources (audio 
interfaces, mixers, outboard gear, etc.) that may have varying output 
levels, optimizing the signal-to-noise ratio. 

Practical use: 

●​ If the headphone signal is too low, turning the knob clockwise 
increases the gain, making the signal more audible.​
 

●​ If the signal is too high and risks distortion, turning the knob 
counterclockwise reduces the gain.​
 

●​ This control is essential to ensure a clean and powerful 
listening experience, even with high-impedance headphones or weak 
input signals. 

 

 

LO Z / HI Z 

The LO Z / HI Z button on the HPA (Headphone Power Amplifier) allows 
you to select the amplifier’s output impedance, adapting it to the 
characteristics of the connected headphones. 
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Function: 

●​ LO Z (Low Impedance):​
 

○​ Low output impedance.​
 

○​ Optimal for low-impedance headphones (typically below 100 
Ohms).​
 

○​ Provides more precise control, higher current delivery, and 
a more linear frequency response on consumer or tracking 
headphones.​
 

●​ HI Z (High Impedance):​
 

○​ High output impedance.​
 

○​ Suitable for high-impedance headphones (250 Ohms and above, 
such as certain Beyerdynamic, Sennheiser, and professional 
AKG models).​
 

○​ Can produce a “softer” or more “colored” sound, useful in 
some critical listening situations or personal preferences.​
 

Practical use: 

●​ In a recording studio, it allows adapting the amplifier’s 
behavior to the type of headphones used, achieving the best 
balance between volume, sound quality, and headroom.​
 

●​ It can also be used creatively to subtly modify the headphone’s 
sonic response. 
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REAR PANEL CONNECTIONS 

 
 

Power Supply 

The HPA comes with a 24V VDC power adapter, featuring a plug suitable 
for the country of sale—providing 115V for North America and 230V for 
the rest of the world. 

Audio Connections 

The HPA features balanced XLR3F inputs, mounted on the rear panel and 
operating at line level. 

Power Switch 

The main power switch is located on the lower right side of the rear 
panel. Turning it on powers up the unit, and the activation is 
indicated by the status LEDs located at the bottom center of the front 
panel. 
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TECHNICAL SPECIFICATION 

 

Audio Circuit Topology: Class-AB Linear Amplifier 

Output Power: 1.6W @ 8Ω / 2.5W @ 32Ω / 0.4W @ 200Ω 

Frequency Response: 2Hz–150kHz 

Gain: 15 dB 

Max Output Voltage: 9V rms 

Max Output Current: 450mA rms 

Noise: Less than -90dBV 

Max Input: + 22 dBu 

Total Harmonic Distortion: <0,01% (20Hz-20kHz)  

FEATURES 

Input selector: : 3 Input Relay controlled selector 

Power Supply: : Full linear power Supply 

Volume Control: High Precision Potentiometer 

XLR Configuration: AES Standard (pin hot: 2) 

RF EMI Filter: Integrated EMI Suppressor 

Connectors: two Combo - XLR3F/6.35mm (1/4”) TRS 

 
GENERAL 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 185 x 99 x 50mm – 7.28” x 3.9” x 1.97” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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