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Congratulazioni per aver acquistato il tuo PEQ. 
 
 
Prima di utilizzare il tuo PEQ ti consigliamo di dedicare qualche 
minuto alla lettura di questo manuale che ne spiega le funzioni e 
fornisce suggerimenti per l’utilizzo. 
 
 
 
Per qualsiasi domanda sul prodotto, ti consigliamo di visitare il 
nostro sito Web www.teknosign.com, dove pubblichiamo le FAQ e le 
esperienze dei nostri clienti. Per ulteriori informazioni sui nostri 
prodotti, non esitare a scriverci a info@teknosign.it 
 
 
 
 
REGISTRA IL TUO PRODOTTO 
 
Prima di iniziare la lettura del manuale, ti invitiamo a registrare il 
tuo prodotto, entro 14 giorni dall’acquisto, sul nostro sito 
www.teknosign.com alla pagina dedicata.  
Tramite questa registrazione potrai usufruire di una garanzia estesa a 
5 anni. 
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TEKNOSIGN - GARANZIA  
 
 
Garanzia Limitata: 
 
I prodotti Teknosign sono coperti dalla garanzia di conformità UE 
valida per 24 mesi dalla data di acquisto, dimostrabile con scontrino 
o fattura. 
 
Teknosign, previa AR (Autorizzazione al Reso), garantisce la 
riparazione e/o la sostituzione del prodotto senza alcuna spesa per il 
cliente in caso di difetti costruttivi. 
 
Tramite la registrazione potrai usufruire di una garanzia estesa di 5 
anni,visita il sito www.teknosign.com e registra il tuo prodotto. 
 
 
 
La garanzia decade in caso di: 
 
• Illeggibilità/assenza del numero di matricola; 
• Danni dovuti al trasporto; 
• Uso improprio e/o inadeguato 
• Smontaggio e/o modifica e/o riparazione effettuati senza    
  autorizzazione scritta di Teknosign 
• Trascuratezza o incapacità di usare il dispositivo in modo conforme  
  alle informazioni contenute in brochure, manuali di istruzioni o di  
  servizio di Teknosign 
• Collegamento o funzionamento del dispositivo in qualsiasi modo non  
  conforme a regolamenti tecnici o di sicurezza applicabili nella  
  nazione in cui il prodotto è utilizzato. 
• Danni provocati da calamità naturali, cause di forza maggiore e/o  
  altre cause non imputabili a Teknosign. 
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Introduzione 
 
PEQ è un potente equalizzatore analogico a 3 bande basato sui 
migliori circuiti di equalizzazione passiva, tipico degli studi di 
registrazione degli anni ‘50. Il loro intervento si basa su tre 
circuiti, progettati in modi diversi per ottimizzare il segnale 
audio. PEQ dispone di tre sezioni: una per il controllo delle 
frequenze basse e due per il controllo delle frequenze alte. La 
sezione dei bassi ha i controlli Hz, Boost (esaltazione) e Cut 
(attenuazione). Il primo controllo degli alti è un classico 
parametrico in esaltazione (Hz, +dB e ampiezza di banda). Il secondo 
controllo delle alte è un Hi-Cut con kHz e Cut. 
 
 
PER INIZIARE 

 
 

POWER SWITCH 
Sul lato inferiore destro del pannello posteriore si trova 
l’interruttore dell’alimentazione principale. Questo accende l’unità, 
e l’accensione sarà indicata dalla spia luminosa posta nella parte 
centrale inferiore del pannello frontale. 
 
 
BYPASS SWITCH 
Sul lato inferiore sinistro del pannello frontale si trova 
l’interruttore del bypass. Questo interruttore attiva o disattiva la 
sezione equalizzatore del PEQ. Per progettazione, non si tratta di un 
bypass vero e proprio; semplicemente esclude il circuito 
dell’equalizzatore dal percorso del segnale audio.  
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CONTROLLO DELLE LOW FREQUENCY 
 
Selettore Hz LOW FREQUENCY 
 
Il selettore rotativo contrassegnato come Hz, consente di scegliere 
una frequenza nelle bande dei bassi o dei medio-bassi per 
l’enfatizzazione, l’attenuazione, oppure per un’enfatizzazione e 
attenuazione simultanee, al fine di creare un effetto di 
texture desiderato sulla banda selezionata. 
 
Boost (Low Frequency) 
 
Controlla la quantità di guadagno applicata alla banda selezionata dal 
selettore delle basse frequenze, con un range che va da zero (guadagno 
unitario) fino a +15 dB. 
 
Cut (Low Frequency) 
 
Controlla la quantità di attenuazione applicata alla banda selezionata 
dal selettore delle basse frequenze, con un range che va da zero 
(guadagno unitario) fino a -15 dB. 
 

Sezione LOW FREQ 
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CONTROLLO DELLE HIGH FREQUENCY 
 
 
Bandwidth 
 
La manopola del Bandwidth regola l’ampiezza del controllo di 
enfatizzazione e attenuazione delle alte frequenze, passando da un Q 
relativamente stretto (che coinvolge meno frequenze circostanti) a un 
Q più ampio (che coinvolge una porzione più estesa dello spettro). Un 
Q stretto è utile per interventi più chirurgici, come enfatizzare o 
tagliare una determinata parte di un overhead o una specifica ottava 
di uno strumento; mentre un Q più ampio risulta più naturale e 
musicale, ideale per una modellazione più morbida del timbro di 
strumenti o di un mix completo. 
 
Boost 
 
La manopola di boost controlla la quantità di enfatizzazione applicata 
dal selettore delle alte frequenze, con un range che va da zero 
(guadagno unitario) fino a +15 dB. 
 
Selettore Boost HIGH FREQUENCY 
 
Questo selettore rotativo contrassegnato come Khz,consente di 
scegliere la frequenza alta da enfatizzare tramite la manopola di 
boost. 
 
Cut 
 
Questa manopola controlla la quantità di attenuazione applicata dal 
selettore di taglio delle alte frequenze, con un range che va da zero 
(guadagno unitario) fino a -15 dB. 
 
Selettore Cut HIGH FREQUENCY 
 
Questo selettore rotativo contrassegnato come Khz, consente di 
scegliere la frequenza alta da attenuare tramite la manopola di 
taglio. 
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Sezione HIGH FREQ 
 

 
Nell’immagine a sinistra, Sharp Q con Bandwidth impostato a 0 
 
Nell’immagine a destra, Sharp Q con Bandwidth impostato su Broad 
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CONNESSIONI PANNELLO POSTERIORE 
 

 
Alimentazione 
 
Con il PEQ è fornito un trasformatore a 24V VDC, con spina adatta al 
paese di vendita garantendo un'alimentazione da 115V per il Nord 
America e 230V per il resto del mondo. 
 
Connessioni Audio 
 
Il PEQ dispone di ingressi e uscite bilanciate XLR, montate sul retro 
dello chassis e operanti a livello di linea. 
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SPECIFICHE TECNICHE 
 
 

Audio Circuit Topology: Solid state active parametric equalizer 

Number of channels: 1 – Mono 

Frequency Response: 5Hz-100kHz (-3dB) 

Max Input: +20dBu 

Low Freq: 20 – 25 – 30 – 60 – 80 – 100Hz 

Shelf Boost: 0~15 dB. 

Shelf Attenuate: 0~15 dB. 

High Shelf Freq: 3 – 4 – 5 – 8 – 10 – 12 – 16kHz 

Range: 0~15 dB. 

High Cut Freq: 3 – 5 – 6 – 8 – 10 – 20kHz 

Range: 0~15 dB. 

Total Harmonic Distortion: <0.5% 

Input Impedance: 10kΩ, Balanced 

Output Impedance: 150Ω, Balanced 

 
 

CARATTERISTICHE 
 
 

Input: transformerless solid state balanced receiver 

Output: transformerless solid state balanced driver 

XLR Configuration: AES standard (pin hot: 2) 

RF EMI FILTER: Integrated EMI Suppressor  

Input Connector: Balanced XLR3F 

Output Connector: Balanced XLR3M 
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GENERALI 
 
 
 
 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 220 x 180 x 65mm – 8.66” x 3.9” x 2.56” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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Congratulations on purchasing your PEQ. 

Before using the PEQ, we recommend taking a few minutes to read this 
manual, which explains its functions and provides usage tips. 

For any questions about the product, we suggest visiting our website 
www.teknosign.com, where we publish FAQs and customer experiences. For 
more information about our products, feel free to contact us at 
info@teknosign.it. 

 

REGISTER YOUR PRODUCT 

Before reading the manual, we invite you to register your product 
within 14 days of purchase on our website at the dedicated page 
www.teknosign.com.​
By registering, you will be eligible for an extended 5-year warranty. 
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TEKNOSIGN - WARRANTY 

Limited Warranty: 

Teknosign products are covered by the EU conformity warranty, valid 
for 24 months from the date of purchase, with proof of purchase 
(receipt or invoice). 

Teknosign, upon Return Authorization (RA), guarantees the repair 
and/or replacement of the product at no cost to the customer in case 
of manufacturing defects. 

By registering your product, you can benefit from an extended 5-year 
warranty. Visit www.teknosign.com and register your product. 

 

 

WARRANTY EXCLUSIONS 

The warranty becomes void in the following cases: 

• Unreadable or missing serial number​
• Damage due to transport​
• Improper and/or inadequate use​
• Disassembly, modification, or repair performed without written 
authorization from Teknosign​
• Negligence or failure to use the device in accordance with the 
information provided in Teknosign brochures, instruction manuals, or 
service guides​
• Connection or operation of the device in any manner that does not 
comply with technical or safety regulations applicable in the country 
where the product is used​
• Damage caused by natural disasters, force majeure, and/or other 
causes not attributable to Teknosign 
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Introduction 

PEQ is a powerful 3-band analog equalizer based on the best passive 
equalization circuits, typical of recording studios from the 1950s. Its 
operation is based on three circuits, each designed differently to 
optimize the audio signal. PEQ features three sections: one for 
low-frequency control and two for high-frequency control. The low 
section includes controls for Hz, Boost, and Cut. The first 
high-frequency control is a classic parametric boost (Hz, +dB, and 
bandwidth). The second high-frequency control is a Hi-Cut with kHz and 
Cut. 

 

LET’S START 
 
 
 
POWER SWITCH 
 
On the lower right side of the rear panel is the main power switch. 
This turns the unit on, and the power status will be indicated by the 
light located at the center-bottom of the front panel. 
 
BYPASS SWITCH 
 
On the lower left side of the front panel is the bypass switch. This 
switch activates or deactivates the PEQ’s equalizer section. By 
design, it is not a true bypass; it simply excludes the equalizer 
circuit from the audio signal path. 
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LOW FREQUENCY CONTROLS 
 
 
Hz Selector LOW FREQUENCY 
 
The rotary selector labeled Hz allows you to choose a frequency within 
the low or low-mid bands for boosting, cutting, or simultaneous 
boosting and cutting, in order to create the desired “texture” effect 
on the selected band. 
 
Boost (Low Frequency) 
 
It controls the amount of gain applied to the band selected by the 
low-frequency selector, with a range from zero (unity gain) up to +15 
dB. 
 
Cut (Low Frequency) 
 
It controls the amount of attenuation applied to the band selected by 
the low-frequency selector, with a range from zero (unity gain) down 
to -15 dB. 
 
 
 

 
 LOW FREQ Section 
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CONTROLLO DELLE HIGH FREQUENCY 
 
 
Bandwidth 
 

The Bandwidth knob adjusts the width of the boost and cut control for 
high frequencies, ranging from a relatively narrow Q (affecting fewer 
surrounding frequencies) to a wider Q (affecting a broader portion of 
the spectrum). A narrow Q is useful for more surgical adjustments, 
such as boosting or cutting a specific part of an overhead or a 
particular octave of an instrument, while a wider Q sounds more 
natural and musical—ideal for smoother tonal shaping of instruments or 
an entire mix. 

 
Boost 
 
The boost knob controls the amount of enhancement applied by the 
high-frequency selector, with a range from zero (unity gain) up to +15 
dB. 
 
High Frequency Selector 
 
This rotary selector labeled kHz allows you to choose the high 
frequency to be boosted using the boost knob. 
 
Cut 

This knob controls the amount of attenuation applied by the 
high-frequency cut selector, with a range from zero (unity gain) down 
to -15 dB. 

 
High Frequency Selector 
 
This rotary selector labeled kHz allows you to choose the high 
frequency to be attenuated using the cut knob. 
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HIGH FREQ Section 

 

 

In the image on the left, Sharp Q, Bandwidth selector set to 0 

In the image on the right, Sharp Q, Bandwidth selector set to Broad 
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REAR PANEL CONNECTIONS: 

 
 
POWER 
 
PEQ requires a 24V DC power supply. The device is supplied with a 
transformer featuring a plug suitable for the country of sale, 
providing 115V for North America and 230V for the rest of the world. 
 
AUDIO CONNECTIONS 
 
PEQ features balanced XLR inputs and outputs, mounted on the rear of 
the chassis and operating at line level. 
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TECHNICAL SPECIFICATIONS 
 
 

Audio Circuit Topology: Solid state passive parametric equalizer 

Number of channels: 1 – Mono 

Frequency Response: 5Hz-100kHz (-3dB) 

Max Input: +20dBu 

Low Freq: 20 – 25 – 30 – 60 – 80 – 100Hz 

Shelf Boost: 0~15 dB. 

Shelf Attenuate: 0~15 dB. 

High Shelf Freq: 3 – 4 – 5 – 8 – 10 – 12 – 16kHz 

Range: 0~15 dB. 

High Cut Freq: 3 – 5 – 6 – 8 – 10 – 20kHz 

Range: 0~15 dB. 

Total Harmonic Distortion: <0.5% 

Input Impedance: 10kΩ, Balanced 

Output Impedance: 150Ω, Balanced 

 
 

FEATURES 
 
 

Input: transformerless solid state balanced receiver 

Output: transformerless solid state balanced driver 

XLR Configuration: AES standard (pin hot: 2) 

RF EMI FILTER: Integrated EMI Suppressor  

Input Connector: Balanced XLR3F 

Output Connector: Balanced XLR3M 
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GENERALS 
 
 
 
 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 220 x 180 x 65mm – 8.66” x 3.9” x 2.56” 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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