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Congratulazioni per aver acquistato il tuo Sommatore SUM CLASSIC 
 
 
Prima di utilizzare il tuo SUM CLASSIC ti consigliamo di dedicare 
qualche minuto alla lettura di questo manuale che ne spiega le 
funzioni e fornisce suggerimenti per l’utilizzo. 
 
 
 
Per qualsiasi domanda sul prodotto, ti consigliamo di visitare il 
nostro sito Web www.teknosign.com, dove pubblichiamo le FAQ e le 
esperienze dei nostri clienti. Per ulteriori informazioni sui nostri 
prodotti, non esitare a scriverci a info@teknosign.it 
 
 
 
 
REGISTRA IL TUO PRODOTTO 
 
Prima di iniziare la lettura del manuale, ti invitiamo a registrare il 
tuo prodotto, entro 14 giorni dall’acquisto, sul nostro sito 
www.teknosign.com alla pagina dedicata.  
Tramite questa registrazione potrai usufruire di una garanzia estesa a 
5 anni. 
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TEKNOSIGN - GARANZIA  
 
 
Garanzia Limitata: 
 
I prodotti Teknosign sono coperti dalla garanzia di conformità UE 
valida per 24 mesi dalla data di acquisto, dimostrabile con scontrino 
o fattura. 
 
Teknosign, previa AR (Autorizzazione al Reso), garantisce la 
riparazione e/o la sostituzione del prodotto senza alcuna spesa per il 
cliente in caso di difetti costruttivi. 
 
Tramite la registrazione potrai usufruire di una garanzia estesa di 5 
anni,visita il sito www.teknosign.com e registra il tuo prodotto. 
 
 
 
La garanzia decade in caso di: 
 
• Illeggibilità/assenza del numero di matricola; 

• Danni dovuti al trasporto; 

• Uso improprio e/o inadeguato 

• Smontaggio e/o modifica e/o riparazione effettuati senza    

  autorizzazione scritta di Teknosign 

• Trascuratezza o incapacità di usare il dispositivo in modo conforme  

  alle informazioni contenute in brochure, manuali di istruzioni o di  

  servizio di Teknosign 

• Collegamento o funzionamento del dispositivo in qualsiasi modo non  

  conforme a regolamenti tecnici o di sicurezza applicabili nella  

  nazione in cui il prodotto è utilizzato. 

• Danni provocati da calamità naturali, cause di forza maggiore e/o  

  altre cause non imputabili a Teknosign. 
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Introduzione 
 

Il Teknosign SUM CLASSIC è un sommatore analogico professionale 
progettato per riportare nel mix quel senso di profondità, musicalità 
e tridimensionalità che spesso si perde nella somma digitale.​
Pensato per studi di registrazione che vogliono valorizzare al 
massimo il lavoro svolto "in the box", il SUM CLASSIC consente di 
sommare fino a 16 canali provenienti dalla tua DAW attraverso 
convertitori esterni, restituendo un mix stereo più coeso, aperto e 
definito. Dotato di controlli di livello individuali, panoramica 
(L/C/R) per ogni canale, e un controllo master calibrato, offre 
all'ingegnere del suono un controllo preciso della somma, mantenendo 
però tutta la naturalezza e l'energia tipiche del percorso analogico. 
Grazie alla sua costruzione modulare, alla qualità dei componenti e 
alla flessibilità di espansione, il SUM CLASSIC si integra facilmente 
in setup professionali e ibridi, diventando il cuore della tua catena 
di mix analogico. 

 

 
PER INIZIARE 

 
 
CHANNEL CONTROLS 
 

Ogni canale del Teknosign SUM CLASSIC è progettato per offrire un 
controllo preciso e intuitivo durante la fase di somma analogica, 
permettendo all'ingegnere del suono di modellare il mix con grande 
accuratezza. 

Potenziometro di Attenuazione 

Il potenziometro di ogni canale consente di regolare il livello del 
segnale in ingresso, permettendo una gestione fine delle dinamiche e 
dell'equilibrio tra le tracce. Questa regolazione analogica offre una 
risposta fluida e continua, ideale per bilanciare con precisione ogni 
elemento del mix. 
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Selettore PAN (L–C–R) 

Accanto al potenziometro, ogni canale dispone di un selettore PAN a 
tre posizioni: Left (L), Center (C) e Right (R). Questo switch 
consente di posizionare rapidamente il segnale nel panorama stereo, 
facilitando la creazione di un'immagine sonora coerente e spazialmente 
definita. 

La combinazione di questi controlli per ciascun canale rende il SUM 
CLASSIC uno strumento potente per ottenere mix analogici di alta 
qualità, con una gestione dettagliata dei livelli e della spazialità 
sonora. 

 

 

 

 

MASTER 

Il potenziometro Master Out del SUM CLASSIC è il controllo principale 
del livello di uscita stereo del sommatore.​
Collocato al centro del pannello frontale, questo controllo consente 
di regolare con precisione il volume complessivo del mix sommato prima 
che venga inviato al convertitore A/D, al registratore master o al 
sistema di monitoraggio. Si tratta di un potenziometro calibrato con 
step da 1 dB, che garantisce una regolazione accurata e ripetibile del 
livello di uscita, ideale per contesti professionali dove la coerenza 
del gain staging è fondamentale.​
La sua presenza permette non solo di adattare il livello alle esigenze 
del sistema a valle, ma anche di sfruttare appieno la headroom e la 
dinamica della somma analogica, evitando distorsioni indesiderate e 
mantenendo la trasparenza del segnale. 
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In combinazione con i controlli individuali per canale, il Master Out 
del SUM CLASSIC diventa uno strumento prezioso per rifinire il mix con 
un controllo totale, senza compromettere la qualità sonora. 

 

 

 

CONNESSIONI PANNELLO POSTERIORE 
 
 
 
 

 
 

 
1 - Alimentazione 
 
Il Sum Classic è dotato di un connettore di alimentazione IEC 
standard, che consente un collegamento sicuro e affidabile alla rete 
elettrica. Il dispositivo accetta una tensione di alimentazione 
universale (100–240V AC, 50/60 Hz), rendendolo compatibile con gli 
standard internazionali senza necessità di commutazione manuale.  
 
 
2 - Power Switch 
 
Sul lato inferiore sinistro del pannello posteriore si trova 
l’interruttore dell’alimentazione principale. Questo accende l’unità  
e l’accensione sarà indicata nella spia luminosa posta nella parte 
centrale inferiore del pannello frontale. 
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3- Ground Lift Shift 

Il controllo Ground Lift / Shift è una funzione progettata per 
migliorare la compatibilità elettrica tra il sommatore e il resto 
dell’impianto audio, prevenendo o eliminando ronzii, loop di massa e 
interferenze. 

4 - SUM OUT 

Le SUM OUT sono le uscite stereo bilanciate del SUM CLASSIC da cui 
esce il mix finale analogico dopo la somma di tutti i canali in 
ingresso. Posizionate sul pannello posteriore del dispositivo, queste 
uscite sono realizzate su connettori XLR, per garantire una 
connessione stabile, schermata e compatibile con il cablaggio 
professionale da studio. 

5 - EXP IN 

I connettori EXP IN (Expansion Input) presenti sul retro del SUM 
CLASSIC permettono di espandere il numero di canali sommabili, 
collegando uno o più sommatori esterni della serie Teknosign o 
compatibili. Sono 2 connettori XLR bilanciati (Left e Right), che 
ricevono un segnale stereo già sommato da un’altra unità, e lo 
integrano nel mix finale del SUM CLASSIC prima delle uscite SUM OUT. 

6-7 INPUT CHANNELS 

I connettori INPUT CHANNELS DB25 sul retro sono gli ingressi 
principali per i segnali analogici da sommare. Ogni DB25 trasporta 8 
canali bilanciati, per un totale di 16 ingressi compatibili con il 
formato TASCAM, standard nel settore audio professionale. Questi 
ingressi permettono di collegare direttamente uscite di convertitori o 
altri dispositivi, garantendo una somma analogica pulita e di alta 
qualità. 
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ESEMPIO DI ROUTING 

 

 

Suggerimenti d’Uso 

Per ottenere il massimo dal tuo Teknosign Sum Classic, ecco alcuni 
consigli pratici basati sull’esperienza in studio: 

 

1. Pan Law e Gain Staging 

Assicurati che il livello delle tracce inviate al Sum Classic sia ben 
bilanciato. I sommatori analogici danno il meglio quando ricevono 
segnali a livello "da linea" robusto ma non eccessivo. Evita di 
inviare segnali troppo bassi o troppo saturi: lavora sempre per uno 
sweet spot del sommatore, intorno a 0 dBu (calibrato in base al tuo 
sistema). 
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2. Distribuzione Creativa dei Bus 

Dividi le tracce in stem logici (es. batteria, basso, chitarre, voci, 
FX) e inviale su bus separati del Sum Classic. Questo ti permetterà di 
avere un controllo più fine sui gruppi e di sfruttare al meglio 
l’apertura stereo del sommatore. 

3. Sfrutta la Colorazione Analogica 

Anche se il Sum Classic è trasparente, la somma analogica ha una 
profondità e tridimensionalità naturale. Puoi esaltarla usando 
outboard hardware tra le uscite della tua DAW e gli ingressi del 
sommatore, come compressori o EQ valvolari per aggiungere carattere ai 
singoli stem. 

4. Re-invio alla DAW: scegli con cura i convertitori 

La qualità dei convertitori A/D usati per rientrare in DAW è 
fondamentale. Il Sum Classic offre un suono dettagliato e coerente: 
per conservarlo, utilizza convertitori di qualità e mantieni coerenza 
di clock e di livello. 

5. Controlla sempre la Fase 

Quando effettui il confronto A/B tra mix ITB (in the box) e mix 
tramite sommatore, verifica sempre la coerenza di fase. Piccoli 
ritardi nei routing possono causare cancellazioni di fase: usa sempre 
lo stesso punto di ascolto e strumenti di misura per allineare 
correttamente il flusso. 

6. Automazioni nella DAW, Somma nel Mondo Reale 

Utilizza la tua DAW per l’automazione del mix, ma lascia che la somma 
finale e il “collante” analogico vengano dal Sum Classic. In questo 
modo puoi mantenere la flessibilità digitale senza rinunciare alla 
musicalità analogica. 
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SPECIFICHE TECNICHE 
 
 

Audio Circuit Topology: Summing Amplifier 

Number Of Inputs: 16 

Number Of Outputs: 2 (L/R) 

Frequency Response: 1Hz-100Khz 

Maximum Voltage Input: 22dBu 

Input Impedance:  18 kΩ 

THD + Noise: 0.0006% 

Output Noise @ 0dB Gain: -104 dBu 

 
 

CARATTERISTICHE 
 
 

Input Connectors: 2x DB-25 

Expansion Connectors: 2x XLR3F 

Output Connectors:  2x XLR3M 

 
 
GENERALI 

 

 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 1U 19” rack - 484 x 445 x 265mm – 19” x 17.5” x 10.4 

Power Supply: 110-230V AC (factory default via internal selector) 

Power Consumption: 30 W 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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Congratulations on purchasing your SUM CLASSIC. 

Before using the SUM CLASSIC, we recommend taking a few minutes to 
read this manual, which explains its functions and provides usage 
tips. 

For any questions about the product, we suggest visiting our website 
www.teknosign.com, where we publish FAQs and customer experiences. For 
more information about our products, feel free to contact us at 
info@teknosign.it. 

 

REGISTER YOUR PRODUCT 

Before reading the manual, we invite you to register your product 
within 14 days of purchase on our website at the dedicated page 
www.teknosign.com.​
By registering, you will be eligible for an extended 5-year warranty. 
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TEKNOSIGN - WARRANTY 

Limited Warranty: 

Teknosign products are covered by the EU conformity warranty, valid 
for 24 months from the date of purchase, with proof of purchase 
(receipt or invoice). 

Teknosign, upon Return Authorization (RA), guarantees the repair 
and/or replacement of the product at no cost to the customer in case 
of manufacturing defects. 

By registering your product, you can benefit from an extended 5-year 
warranty. Visit www.teknosign.com and register your product. 

 

WARRANTY EXCLUSIONS 

The warranty becomes void in the following cases: 

• Unreadable or missing serial number​

• Damage due to transport​

• Improper and/or inadequate use​

• Disassembly, modification, or repair performed without written 

authorization from Teknosign​

• Negligence or failure to use the device in accordance with the 

information provided in Teknosign brochures, instruction manuals, or 

service guides​

• Connection or operation of the device in any manner that does not 

comply with technical or safety regulations applicable in the country 

where the product is used​

• Damage caused by natural disasters, force majeure, and/or other 

causes not attributable to Teknosign 
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Introduction 

The Teknosign SUM CLASSIC is a professional analog summing mixer 
designed to bring back the depth, musicality, and three-dimensionality 
often lost in digital summing.Created for recording studios that want to 
enhance their in-the-box work, the SUM CLASSIC allows you to sum up to 
16 channels from your DAW via external converters, delivering a stereo 
mix that is more cohesive, open, and detailed.Equipped with individual 
level controls, L/C/R panning for each channel, and a calibrated master 
control, it gives the audio engineer precise summing control while 
preserving the natural character and energy of the analog signal path. 
Thanks to its modular construction, high-quality components, and 
flexible expandability, the SUM CLASSIC integrates seamlessly into 
professional and hybrid setups, becoming the centerpiece of your analog 
mixing chain. 

 

GETTING STARTED 

 

CHANNEL CONTROLS 

Each channel of the SUM CLASSIC is designed to offer precise and 
intuitive control during the analog summing stage, allowing the sound 
engineer to shape the mix with great accuracy. 

Attenuation Potentiometer 

​
Each channel features a potentiometer to adjust the input signal 
level, enabling fine control over dynamics and the balance between 
tracks. This analog adjustment provides a smooth, continuous response, 
ideal for precisely balancing every element in the mix. 

 

PAN Selector (L–C–R) 

Next to the potentiometer, each channel includes a three-position PAN 
switch: Left (L), Center (C), and Right (R). This switch allows for 
quick placement of the signal within the stereo field, helping to 
create a coherent and well-defined spatial image. 
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The combination of these controls on each channel makes the SUM 
CLASSIC a powerful tool for achieving high-quality analog mixes, with 
detailed management of levels and stereo imaging. 

 

 

 

MASTER 

The Master Out potentiometer of the SUM CLASSIC is the main control 
for the stereo output level of the summing mixer. 

Positioned at the center of the front panel, this control allows 
precise adjustment of the overall volume of the summed mix before it 
is sent to an A/D converter, master recorder, or monitoring system. It 
is a calibrated potentiometer with 1 dB steps, ensuring accurate and 
repeatable output level adjustments—ideal for professional 
environments where consistent gain staging is essential. 

This control not only allows the user to match the level to the needs 
of downstream equipment, but also to fully exploit the headroom and 
dynamics of analog summing, avoiding unwanted distortion while 
preserving signal transparency. 

In combination with the individual channel controls, the SUM CLASSIC’s 
Master Out becomes a valuable tool for refining the mix with total 
control—without compromising sound quality. 
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REAR PANEL CONNECTIONS 

 

 

 
 

1 - Power Supply 

The Sum Classic is equipped with a standard IEC power connector, 
allowing for a safe and reliable connection to the electrical mains. 
The unit supports a universal input voltage (100–240V AC, 50/60 Hz), 
making it compatible with international standards without the need for 
manual switching. 

 

2 - Power Switch 

The main power switch is located on the lower left side of the rear 
panel. This switch turns the unit on, and power-on status is indicated 
by the LED light located at the lower center of the front panel. 

 

3 - Ground Lift / Shift 

The Ground Lift / Shift control is designed to improve electrical 
compatibility between the summing mixer and the rest of the audio 
system, helping to prevent or eliminate hum, ground loops, and 
interference. 

 

4 - SUM OUT 

The SUM OUT connectors are the balanced stereo outputs of the SUM 
CLASSIC, from which the final analog mix is delivered after all input 
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channels have been summed. Located on the rear panel, these outputs 
use XLR connectors to ensure a stable, shielded connection compatible 
with professional studio cabling. 

 

5 - EXP IN 

The EXP IN (Expansion Input) connectors on the rear of the SUM CLASSIC 
allow you to expand the number of summable channels by connecting one 
or more external summing units from the Teknosign series or other 
compatible devices. These are two balanced XLR connectors (Left and 
Right) that receive a pre-summed stereo signal from another unit and 
integrate it into the final mix before it reaches the SUM OUT. 

 

6–7 - INPUT CHANNELS 

The INPUT CHANNELS DB25 connectors on the rear panel serve as the main 
inputs for the analog signals to be summed. Each DB25 connector 
carries 8 balanced channels, for a total of 16 inputs, fully 
compatible with the TASCAM pinout standard used in professional audio. 
These inputs allow for direct connection of outputs from converters or 
other devices, ensuring clean, high-quality analog summing. 

ROUTING EXAMPLE 
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Usage Tips 

To get the most out of your Teknosign Sum Classic, here are some 
practical suggestions based on real studio experience: 

 

1. Pan Law and Gain Staging 

Ensure that the levels of the tracks sent to the Sum Classic are well 
balanced. Analog summing mixers perform best when they receive solid, 
line-level signals—strong but not excessive. Avoid sending signals 
that are too low or overly saturated: always aim for the summing 
"sweet spot" around 0 dBu, calibrated according to your system. 

 

2. Creative Bus Distribution 

Group your tracks into logical stems (e.g., drums, bass, guitars, 
vocals, FX) and send them to separate buses on the Sum Classic. This 
allows for finer control over each group and helps you fully exploit 
the stereo width offered by analog summing. 

 

3. Take Advantage of Analog Coloration 

While the Sum Classic is transparent by design, analog summing 
naturally adds depth and three-dimensionality. You can enhance this by 
placing hardware outboard gear—such as tube compressors or EQs—between 
your DAW outputs and the summing mixer inputs, adding character to 
each stem. 

 

4. Return to DAW: Choose Your Converters Carefully 

The quality of the A/D converters used to return the summed mix into 
your DAW is critical. The Sum Classic delivers a detailed and coherent 
sound—preserve it by using high-quality converters and maintaining 
clock and level consistency throughout your signal chain. 
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5. Always Check Phase 

When doing A/B comparisons between in-the-box mixes and those 
processed through the summing mixer, always verify phase coherence. 
Minor routing delays can cause phase cancellations: use the same 
listening point and proper measurement tools to align everything 
correctly. 

 

6. Automate in the DAW, Sum in the Real World 

​
Use your DAW for automation tasks, but let the final summing and 
analog “glue” come from the Sum Classic. This approach gives you the 
flexibility of digital mixing without sacrificing the musicality and 
warmth of the analog domain. 
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TECHNICAL SPECIFICATION 

 

Audio Circuit Topology: Summing Amplifier 

Number Of Inputs: 16 

Number Of Outputs: 2 (L/R) 

Frequency Response: 1Hz-100Khz 

Maximum Voltage Input: 22dBu 

Input Impedance:  18 kΩ 

THD + Noise: 0.0006% 

Output Noise @ 0dB Gain: -104 dBu 

 

FEATURES 

Input Connectors: 2x DB-25 

Expansion Connectors: 2x XLR3F 

Output Connectors:  2x XLR3M 

 
 
GENERAL 
 

Construction: Aluminium 

Finish: Durable Powder Coating 

Size: 1U 19” rack - 484 x 445 x 265mm – 19” x 17.5” x 10.4 

Power Supply: 110-230V AC (factory default via internal selector) 

Power Consumption: 30 W 

Operating Conditions: 5°~40°C – 41~104 °F 

Warranty: 2 Years 
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